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Application Principle

CN-12V50Ah CN-12V70Ah

CN-12V100Ah CN-12V150Ah

CN-12V200Ah CN-12V300Ah

Features

Super long warranty: 5 years warranty.

High quality lithium iron phosphate battery.

>6000 times deep cycle charge and discharge.

Big capacity with small volume for household.

High class of safety with built-in BMS protection.

LITHIUM BATTERY LIFEPO4 
(12.8V SERIES)



LITHIUM BATTERY LIFEPO4
 (12.8V SERIES)

Product Parameters

Model CN-12V50Ah CN-12V70Ah CN-12V100Ah CN-12V150Ah CN-12V200Ah CN-12V300Ah

Operating Voltage(V) 10.8~14.6 10.8~14.6 10.8~14.6 10.8~14.6 10.8~14.6 10.8~14.6

Nominal voltage(V) 12.8 12.8 12.8 12.8 12.8 12.8

Nominal Capacity(Ah) 50 80 100 150 230 300

Mix. capacity(Ah) ≥49 ≥79 ≥98 ≥148 ≥228 ≥298

Nominal Energy(Wh) 640 1024 1280 1920 2944 3840

Maximum power output(W) 640 1024 1280 1920 1920 2560

Maximum charge voltage(V) 14.6±0.2 14.6±0.2 14.6±0.2 14.6±0.2 14.6±0.2 14.6±0.2

Float charge voltage(V) 13.5~13.8 13.5~13.8 13.5~13.8 13.5~13.8 13.5~13.8 13.5~13.8

Cut-off voltage(V) 9.6~10.8 9.6~10.8 9.6~10.8 9.6~10.8 9.6~10.8 9.6~10.8

Standard charge current(A) 10 16 20 30 45 60

Recommended charge current(A) ≤25 ≤40 ≤50 ≤100 ≤100 ≤100

Allowed Max. charge current(A) 50 80 100 150 200 200

Standard discharge current(A) 10 16 20 30 45 60

Recommended discharge current(A) ≤50 ≤80 ≤100 ≤150 ≤150 ≤200

Allowed Max. discharge current(A) 50 80 100 150 200 200

Peak discharge current@10S(A) 100 160 200 300 400 400

Internal Resistance(mΩ) ≤15 ≤12 ≤10 ≤10 ≤10 ≤10

Charging temperature(℃) 0~55 0~55 0~55 0~55 0~55 0~55

Discharge temperature(℃) -20~60 -20~60 -20~60 -20~60 -20~60 -20~60

Cycles(25℃,0.5C,80%DOD) >6000 >6000 >6000 >6000 >6000 >6000

Combination structure of battery 4S 4S 4S 4S 4S 4S

Protection class IP65 IP65 IP65 IP65 IP65 IP65

System  weight(kg) Approx. 6.0 Approx. 9.5 Approx.12 Approx.16 Approx.24 Approx.32

Product size(L*W*H,mm) 229*138*210 260*168*210 328*172*215 328*172*215 522*240*218 522*240*218

Packing size(L*W*H,mm) 285*195*280 335*240*290 400*245*300 400*245*300 595*315*300 595*315*300
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