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Application Principle
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Features

Support solar charging

Integrated design of inverter and BMS

>8000 times deep cycle charge and discharge.

Wide MPPT Range 13Vdc-55Vdc

Supports USB output & phone charging

PORTABLE INVERTER ENERGY STORAGE UNIT
(3.2V~6.4V SERIES)
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PORTABLE INVERTER ENERGY STORAGE UNIT
(3.2V~6.4V SERIES)

Product Parameters
MODEL CN-MES-300W CN-MES-500W CN-MES-1000W

 RatedACOutput Power 300W 500W 1000W
 Output Voltage Waveform Pure Sine Wave Pure Sine Wave Pure SineWave
Dutput Voltage 185~230VAC.50Hz 185~230VAC.50Hz 185~230VAC50HZ
Low DCWarning Point ≤19% ≤19% ≤19%
Low DCCut-offVoltage 2.9Vdc 2.9Vdc 5.8Vdc

Low DCWarning Return voltage >20% >20%6 >20%

Charging Power(Lutility and solar together) 400W Max. 500W Max. 800W Max,

ChargingVoltage 3.6Vdc 3.6Vdc 7.2vdc
Float Charging Voltage 3.5Vdc 3.5Vdc 7.0Vdc

Nominal lnput Voltage 230Vac 230Vac 230Nac
Low LossVoltage 90Vac±7 90Vac±7 90Vac±7
LowLoss Returm Voltage 100Vac±7 100Nac±7 100Vac±7
High LossVoltage 280Vac±7 280Vac±7 2B0Vac±7
High Loss Returm voltage 270Vac±7 270Vac±7 270Vac±7
Max.ACInput Voltage 300Vac 300Vac 300Vac
Nominal Input Frequency 45~65Hz 45~65Hz 45~65Hz
AC Charging Power 300W Max. 500W Max. 800W Max

Nominal PVVoltage 30Vde 30Vdc 38Vde

PVArray MPPT Voltage Range 10Vdc-55Vdc 10Vdc-55Vdc 13Vdc-55Vdc

Max.PVArray Open Circuit Voltage 56Vde 56Vdc 56Vdc

Solar Charging Power 300W Max. 300W Max. 550W Max

Capacity 896Wh 1004.8Wh 2009.6Wh
Nominal Battery Voltage 3.2Vdc 3.2Vde 6.4Vdc
Typical Capacity 280Ah 314Ah 314Ah*2
Max.Charge Current 130A 220A 220A
Max.Discharge Current 130A 220A 220A
Operation Voltage Range 2.9Vdc~3.6Vdc 2.9Vdc~3.6Vdc 5.8Vdc~7.2Vdc
Operation Temperature

DCOutput Power

DCOutput Socket

LEDIndicator

Protection

（dB）NoiseldB)
working Temperature
Humidity
Sea Level(m)

L×W×H(productssize) 312*215*145mm 337*215*146mm 422*295*160mm
L×W×H(package size) 410*272*226mm 438*262*220mm 532*337'325mm
Weight(NW Kg) 9.9Kg 10.8Kg 20.9Kg
Weight(GW Kg) 11.1Kg 12.0Kg 22.7Kg

Dimension

Other
<40dB (1meter)

-10℃~+50℃
5-95%(no condensation)

≤2000

1pcs5V1AUSB charger,2pcs 12V2.5A DCPower JACK5.5*2.1mm

Display Function

4pcs SOC indicators,1 pcs working status indicators

Protection

Overcharge protection.Overdischarge protection.Overcurrent protection.
Shortcircuit protction,Overtemperature protection

入Solar lnput

Lithium Iron Battery

-10℃~+50℃
DC Output

DC12V 60W Max.

 Inverter/Charger

ACInput


